
Additional Options Available:
Contact Factory

R
ound Indicators

Series 18, 21, 24

Ø .312" Dia.
Mounting Hole

6.00

.50

.94
.13

.371.29

.13 with metal bezel

6.00

.50

1.43.13

.39

.39

.39

Specifications
• Body Material: Nylon
• Lens Material: Polycarbonate
• Bezel Material: Brass (Plated)
• Wire Gauge: 18 ga.

• Wire Strip: 1/2"
• Terminals: .187 Tabs 
• Panel Thickness: .030" min
• Certifications: Contact Us

1. Series 18 Only
2. Bezel Required
3. Translucent Lens is not recommended for use with LED
4. Specify LED Color 
5. Series 24 only
6. Blue neon not available on Series 21

18
21
24

18 Series
wire leads

21 Series
wire leads

24 Series
tab terminals

2

Voltage
2
6
14
28
125 1

6
14
28

125
250

Type
LED
LED
LED
LED
LED

INCAND
INCAND
INCAND

NEON
NEON

Special

Code
10
11
12
13
15

32
35
39

50
52

XX

Style
6" Wire
.187 Tabs 5

Special

Code 
1
3
X

Color
White 
Black

Code
1
2

Finish
None
Bright
Black

Code
0 
2
3

Color
Red
Amber
Clear 4

Green
Blue 6

White

Code
1
2
3
4
5
6

White is Translucent
Clear is Transparent

Features
• Press fits into .312" panel hole
• LED, incandescent, and neon illumination
• Three lens styles available

Style
Flush Translucent 3

Flush Diamond
High Translucent 2,3

High Rings 2

Dome Translucent 2, 3

Dome Rings 2

Code 
201
203
211
216
221
226

Lens 20
Flush

Lens 21
High

Lens 22
Dome

.28 .28 .28

.26.22
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